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S0URCE RNCS DETERMINES 
THAT AN INTERCORE HAND-OFF 
SHOULD BE PERFORMED 



SOURCE RNCS COMMUNICATES 
A "HAND-OFF REQUIRED" 
MESSAGE TO SOURCE MCF 



SOURCE MCF DETERMINES THE 
IP ADDRESS OF TARGET MCF 



SOURCE MCF COMMUNICATES AN 
"INVITE" MESSAGE TO TARGET MCF 
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TARGET MCF DETERMINES THE 
IP ADDRESS OF TARGET RNCS 



TARGET MCF CONFIGURES TARGET 
BPGW FOR COMMUNICATING 
BEARER TRAFFIC BETWEEN 

TARGET SDU AND SOURCE BPGW 



TARGET MCF COMMUNICATES 
A HAND-OFF REQUEST 
TO TARGET RNCS _ 
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^ ] TARGET RNCS LOCATES TARGET SDU 



TARGET RNCS COMMUNICATES A 
HAND-OFF REQUEST TO TARGET BTS 



TARGET BTS COMMUNICATES NULL 
TRAFFIC FRAMES TO MOBILE UNIT 
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TARGET BTS COMMUNICATES A 
HAND-OFF REQUEST 
ACKNOWLEDGEMENT TO TARGET RNCS 
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TARGET RNCS COMMUNICATES THE 
ACKNOWLEDGEM ENT TO TARGET MCF 
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TARGET MCF COMMUNICATES A 
'TRYING" MESSAGE TO SOURCE MCF 
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SOURCE MCF AND TARGET MCF 
SET UP BEARER PATH BETWEEN 
TARGET SDU AND SOURCE BPGW 
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SOURCE MCF COMMUNICATES 
A HAND-OFF COMMAND 
TO SOURCE RNCS 
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SOURCE RNCS COMMUNICATES THE 
HAND-OFF COMMAND TO SOURCE SDU 
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SOURCE SDU COMMUNICATES THE 
HAND-OFF COMM AND TO SOURCE BTS 
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SOURCE BTS COMMUNICATES THE 
HAND-OFF COMMAND TO MOBILE UNIT 



MOBILE UNIT COMMUNICATES 
REVERSE TRAFFIC CHANNEL 
FRAMES TO TARGET BTS 
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SOURCE RNCS COMMUNICATES 
A "HAND-OFF COMPLETE" 
MESSAGE T O SOURCE MCF 
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TARGET BTS COMMUNICATES / 
"MOBILE UNIT ACQUIRED- 
MESSAGE TO TARGET RNCS 
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TARGET RNCS COMMUNICATES 
A "HAND-OFF COMPLETE" 
MESSAGE TO TARGET MCF 
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TARGET MCF COMMUNICATES AN 
"OK" MESSAGE TO SOURCE MCF 
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SOURCE MCF COMMUNICATES 
AN ACKNOWLEDGEMENT TO TARGET 
MCF, TERMINATING THE HAND-OFF 
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